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Theatre Staff Contacts 

 

Name Position Email Address 

Corinne Balmain Theatre Manager CBalmain@cityofdavis.org 

Oliver C. Morgan Theatre Coordinator OMorgan@cityofdavis.org 

Staff Office 530-747-5862 vmt@cityofdavis.org 
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Stage Dimension  Note: feet = ’ and inches = ”

Proscenium height:    27’-6” 
Proscenium width:      36’-0” 
Proscenium height to main border:  3’-0” 
 
Edge of Apron at center to: 

Plaster Line    12’-0” 
Edge of Apron to Main Drape   15’-3”  
Midstage Traveler   29’-3”  
Cyclorama   37’ - 0” 
Back wall   49’-0”  
FOH Catwalk #1   7’-0” 
FOH Catwalk #2   19’-7” 
Tech Booth   37’-6” 

 
Plaster Line to: 

Cyclorama     25’-8” 
Back Wall     37’-0” 

 
Cyclorama to:  

Back wall      10’-0” 
Main Curtain    22’-0” 
 

Grid height 27’-6” 
Stage height  2’-0” 
Clear batten run              +3-0” to + 26’-0”
Wings Stage right     6’-0” 
Wings Stage left     5’-0” 

 
ORCHESTRA LIFT 
 
35’- 10” wide x 12’-0” deep at center line 
 
Lift may be raised from 0’ - 0” (house level) up to stage at 2’- 0” 
Lift may be lowered from 0’-0” down to -5’-0  
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Counterweight Fly System 
 

● Half house with single purchase counterweight system 
○ Manual operation with sandbag counterweights 
○ Last 4 linesets on the upstage side are approximately 4’ lower due to 

the structural design of the building 
 

● Linesets                          15 linesets installed at 8’ centers 
● Lines per set   6 lift lines rigged every 8’  
● Batten length    +/- 45’ - 0” 
● Batten travel   +3’-0” from 23’-0”  
● Electrics 1,2, and 319’ - 0” from +8’ - 6” two ladders per    

 electric, rigged with 1 ton chain motors 
● Pinrail  Located stage left 
● Loading                          Takes place at stage level 

 
Additional 50 lb boom bases and schedule 40 pipe available

Drapery 
Drape Quantity Size Color 

Main Curtain 1 20’-1” H x 24’-0” W Wine 

Main Border 1 14’-0” H x 45’-“0 
W 

Wine 

Legs 2 Pairs 21’-0” H x 10’-0” 
W  

Black 

Borders 4 6’-0” H x 45’-0” W Black 

Travelers 2 21’-0” H x 20’-0” 
W 

Black 

Cyclorama 1 20’-0” H x 36’-0” 
W 

White 
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Lineset Schedule  

  

Lineset Distance from 
plaster 

Hang Load Limit 
(lbs) 

Notes 

1 2’-8” Main Curtain 750 Deadhung 

2 3’-3” Valence 750 Deadhung 

3  4’-2” 1st Border  750  

4 5’-7” Lx 1 (raceway) 850 Motorized 

5 8’-3” Downstage Legs 750  

6 10’-3” 2nd Border  750  

7 12’-”3” Lx2  850 Motorized 

8 14’-3”  Midstage Traveler 750  

9 16’-3” 3rd Border 750  

10 18’-9” Lx 3 (raceway) 850 Motorized 

11 20’-6” Upstage Legs 750  

12 22’-8” 4th Border 750  

13 23’-11” Upstage Traveler 750 Deadhung 

14 25’-8” Cyclorama 750  

15 27’-8” Lx 4 750  

16 29’-8” Lx 5 750 Cyc Lights 
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Audio 
 
Front of House  
Console:      Midas M32 Live 
 
Loudspeakers: 

● Main L & R     (2) Danley SM80F  
● Front Fills     (2) Danley SH Mini   
● Subwoofers    (2) Community Tandem Drive 2115 

 
 
Outboard gear:  

● Main DSP    Danley SC48  
● A/V DSP     Biamp Tesira Forte´CL     
● CD Playback   Gemini CDMP - 2600 Dual CD Deck 

 

Monitors 
Stage monitors:     (2) Yamaha CHR10 mounted to the 

upstage side of the proscenium arch on 
both stage left and stage right 
 

Wedges:      (2) JBL PRX412M  
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Microphones 
 

Manufacturer  Model Quantity Notes 

Crown PCC 160 3  

Shure BLX4R 4 Wireless bodypack receivers 

Shure BLX1 2 Wireless bodypack transmitter 

Shure BLX2 2 Wireless handheld transmitter; 
SM58 capsules 

Shure CVL 2  

Shure DL4 Omni 6  

Shure KSM 137 2 Matched stereo pair 

Shure MXL153 6  

Shure  SLXD4D 3 Two channel wireless receiver 

Shure SLXD1 6 Wireless bodypack transmitter 

Shure  SLXD2 6 Wireless handheld transmitter; 
SM58 capsules; two with Beta 58 
capsules 

 
Direct Boxes 

On Stage DB500 4  

Whirlwind PCDI 2 RCA & ⅛” inputs  

Whirlwind  Direct2 1 2 Channel 
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Backline 
 

(1) Everett Model DU48 Upright Piano 
 

Clear - Com  
There is a single channel system available with intercom inputs located in the 
following:  Booth (4), Stage Right (2), Stage Left (1), 2nd Catwalk (2), House (1), 
Box office (1). Wired headsets available. 
(8) Wireless Hollyland headsets are available (working in conjunction with the 
wired Clear-Com)  
 

Backstage Paging  
Backstage paging and show feed is available throughout the lobby and the 
backstage hallway including the greenroom and dressing rooms; with individual 
volume controls for lobby, greenroom, dressing rooms, booth and lobby.  
 
God Mic is available in the booth.  
  

Assisted Listening  
There is a Listen FM system provided with headsets and receivers (8) for 
audience members that are hard of hearing. Show relay is fed from the Crestron 
system. 
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Lighting  

Control and Dimmers 
Console:   ETC Ion Classic w/ 2 x 10 fader wing and remote  
  focus via standalone wireless network 
 
Dimmers:   ETC Sensor 
   (134) 2.4Kw Dimmers 
   (6) 20A R20AF Relays 
   (6) 20A ELV10 Dimmers Reverse Phase 
 
All conventional fixtures are terminated with twist lock connections 
 

Lighting Instruments  
Manufacturer Model Total  

Quantity 
In-use 
Quantity 

Wattage Notes 

Altman 360Q 6x9 29 25 575  

Altman 360Q 6x12 36 31 575  

Altman 360Q 6x16 2 0 575  

Altman 65Q Fresnel  44 34 750  

Altman Par 64 8 0 500 Medium Flood 

Altman Spectra Cyc 8 8 100 LED Color Changing 

Colortran Far Cyc - 3-cell 3 0 2000  

ETC Source 4 7 7 575  

ETC Source 4  36 36 750  

ETC  Source 4 Jr. Zoom - 
25º -50º 

2 0 575  

Lycon Clubspot 2 2 750 Located on catwalk #2 

Martin Rush Par 2 RGBW 
Zoom 

20 20 151 LED Color Changing 
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Techni-Lux Par 56 4 0 300  

Accessories  
Type Total Quantity Specifics Notes 

Barn Doors 19  10 in use, 9 in storage 

S4 barrel 4 19 Degree 4 in use, 0 in storage 

S4 barrel 17 26 Degree 15 in use, 2 in storage 

S4 barrel 21 36 Degree 20 in use, 1 in storage 

S4 barrel 3 50 degree 2 in use, 1 in storage 

Altman Barrel 3 6x9  

Irises 7  0 in use, 7 in storage 

Tophats 7  0 in use, 7 in storage 

Hazer 
1 

Chauvet 
Professional 
Hazer  

 
Repertory Lighting Plot 
Washes:   Type    # of Instruments 
  ¾ Warm Front Light  (20) 
  ¾ Cool Front Light   (20) 
  Warm High Sides   (17) 
  Cool High Sides  (17) 
  SL Cool Side    (10) 
  SL Warm Side   (10) 
  SR Cool Side   (5) 
  SR Warm Side   (5) 
  LED Top Light  (20) 
  LED Cyc Lights  (8) 
 
Specials:   Type    # of Instruments 
  Mirror Ball   (4) 
  Catwalk 1   (2) 
  Catwalk 2   (3) 
  1st Electric   (2) 
  2nd Electric   (4) 
  Elipscan IQ Spots  (3) 
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Additional information to be found in the Instrument Schedule and Magic Sheets. 

Video  

Projectors    (1) Epson EB-PU10008B (Main Theatre) 
- 8500 Lumen Laser Projector 

    (1) InFocus IN114V 
- 3500 Lumen 

    (1) InFocus IN126Tx 
- 4200 Lumen 

 
Projector Screens    (1) Da-Lite P66 located downstage in front  
    of the main curtain 192”108” 
    (1) Da-Lite Da-Mat 79” x 140” collapsible 
    screen  
    (1) Upstage Cyclorama  
 
Show Control    Mac Mini running QLab 4  
 
Video Monitor System 
There is a fully integrated Crestron control system throughout the building including an 
8x8 video matrix. This allows all input locations to be displayed at each output display.  
Control Touch Panels are located in Booth, Backstage and Box Office.  Wall mounted 
control panels are located in the Podium and Green Room. 
 
     Output 

● The system displays to LCD TV’s with audio in the lobby, green room and multi-
purpose room 

● Additional monitor displays are located in the booth and backstage right 
 
     Input 

● Lectern is equipped with HDMI input and Blu Ray Player  
● The booth has HDMI input from Mac Mini, Blu Ray Player and BrightSign media 

server 
● HDMI and USB link to Lobby TV  
● Video monitors of the stage come from Color PTZ and Blackout cameras 

○ Video feed is unable to be recorded 
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Loading Dock and Backstage 

Stage Loading dock is accessible by following the bike path just outside of the 
west entrance to the main lobby, around to the north side of the building.  
 
Push distance to stage   0’-0” 
Dock door height    11’-6”    
Dock door width   12’ 
 
Loading dock level is even to stage level. 
 
Additional loading is available through the courtyard entrance located just a few 
feet from the main lobby entrance. 
 

Ladders 
(1) 6’  
(1) 10’ 
(1) Little Giant extendable from 6’-6” to 25’-2” 
(1) 25’ Genie lift is available 
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Green Room and Dressing Rooms 

The green room is 875 square feet and is equipped with 2 couches, 4 Z racks, a 
microwave, counter space and a 65” television for live video feed from the house. 
 
There are two dressing rooms available, both are 105 square feet and feature 
mirrors, sinks, and power outlets. 
 
Bathrooms are available in the backstage hallway including an all gender, single 
stall. 
 
 
Tables      

Length Quantity 

8’ 4 

6’ 6 

5’ 21 

4’ 5 

 
 
Additional Items for renter’s use: 
 

Black chairs     (75) 
Music stands     (12)  
Stanchions      (12)  
Sign Holder Stands (8 ½” x 11”)  (6) 
Sandwich Boards (24”x36”)  (2) 
Art easels      (6)  

 


