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KITCHEN REMODEL 
 

REQUIRED DOCUMENTS: 
▪ Application, construction waste and demolition diversion plan (C&D Plan), and CalGreen Checklist. 

▪ Plans and scope of work showing existing and proposed layouts, including cabinet and countertop layouts with 

new and existing electrical. Specify fuel type for cooktop/range/oven. 

 
WHEN CABINETS ARE REMOVED, REPLACED, RECONFIGURED – OR WHEN DRYWALL HAS BEEN 
REPLACED – THE FOLLOWING SHALL BE REQUIRED: 
▪ Two (or more) 20 amp dedicated small appliance circuits required for countertops [CEC 210.11(C)(1)]. These 

circuits shall have no other outlets (exception: ignitors for ranges/ovens) [CEC 210.52(B)(1)]. 

▪ Manufacturer’s instructions and appliance amperages dictate requirements for additional dedicated circuits. 

Common appliances requiring dedicated circuits include microwave ovens, dishwashers, and garbage disposals – 

verify with manufacturer and circuit load calculations. All circuits/wiring/receptacles serving these fixed-in-place 

appliances shall abide by CEC sections 210 and 422.  

▪ All receptacles serving kitchens shall be GFCI protected [new to 2025 code cycle, CEC section 210.8(A)], 

including 240V receptacles for ranges/ovens. Resets shall be readily accessible. All 120V receptacles, and 240V 

nonlocking type receptacles, shall be listed tamper-resistant (CEC 406.12).  

▪ All new 120V wiring longer than 6’ for lighting and outlets shall be arc fault circuit interruption protected, [CEC 

210.12(B)], with resets readily accessible.  

▪ Receptacle outlets shall be installed at all countertops 12” or wider. Receptacles shall be installed so that no point 

along the countertop is more than 24” from a receptacle. Required receptacle outlets shall be located on or above, 

but not more than 20” above, the countertop. Receptacles shall not be required directly behind a range, counter-

mounted cooking unit, or sink (CEC 210.52). 

▪ If receptacles are installed on island or peninsula countertops, they shall be located on or above that work surface 

(new to 2025 code cycle). Receptacles installed on countertops shall be listed for such applications. [CEC 

210.52(C)(2) & 406.5]. If a receptacle outlet is not provided at the island or peninsula, provisions shall be provided 

for future addition of a receptacle [e.g. wiring secured in a junction box, CEC 210.52(C)(2)].  

▪ A free-standing range shall have an anti-tip bracket installed, per manufacturer’s instructions. 

▪ Fuel burning cooktops/range exhaust hoods shall exhaust to the outdoors. Ducting shall be constructed of metal 

and shall have smooth interior surfaces (CMC 504.3) 

▪ Any new gas piping longer than 15’ shall require a pressure test (CPC 1213.3). Pressure gauges shall be 

maximum 15 PSI, and test must sustain minimum 10 PSI for at least 15 minutes.  

▪ Air gaps shall be installed on all dishwashers and reverse osmosis devices (CPC 603). If a recessed sink is 

installed, the air gap shall be above the countertop. Appliance integrated air gaps do not satisfy this requirement.  

▪ In bathroom or kitchen remodels and additions that include the most remote sink (from the water heater), a 120V 

receptacle shall be installed under the sink to accommodate the future installation of an on-demand hot water 

recirculation pump. Davis Municipal Code § 8.01.060. 

▪ New ceiling lighting shall be in compliance with California Energy Code, including dimmer controls (LEDs 

included). New fixtures recessed into ceilings shall be airtight [CA Energy Code 150.0(k)]. 


