
 
 

TO: PROSPECTIVE BIDDERS FOR:     
 

AMTRAK STATION REPAIRS, CIP ET0048 
 

ADDENDUM NO. 1 
ADDENDUM DATE: 07/02/2026 

 
NOTICE IS HEREBY GIVEN that the Specifications and Plans for the above referenced project 
have been revised as herein set forth.  All other aspects of the Contract Book remain 
unchanged. 
 

 
ITEM 
NO. 

REFERENCES 
SPECIFICATIONS 
AND PLANS 

 
DESCRIPTION 

1 Table of Contents, 
Attachments 

Added remodel plans (completed in 2000). 

2 Notice Inviting Bids 
Section 4 

Revised engineerôs estimate: increased fron 
$190,000 to $200,000 

3 Instructions to Bidders, 
Article 33, Questions 

Remove Melody Eldridge contact information. 
Contacts for questions are Dillon Meicke, Assistant 
Engineer, DMeicke@cityofdavis.org or Melissa 
Marshall, City Engineer, 
MMarshall@cityofdavis.org. 

4 00 42 44 Bid Forms, Bid 
Schedule 

Revise Bid Item 1 Title to match bid item 
description. Changed from Mobilizaton to 
Mobilization - Demobilization. 

5 Special Conditions, 
Section 1.18 Bid Item 
Descriptions ï Items of 
Work, Measurement and 
Payment, Item 2: 
Demolition and Cleaning 
Services 

Deleted seventh paragraph regarding inspecting 
and cleaning of HVAC. HVAC ducting has been 
identified as all flexible ducting and will be replaced 
instead of being cleaned. 

6 Special Conditions, 
Section 1.18 Bid Item 
Descriptions ï Items of 
Work, Measurement and 
Payment, Item 3: Repair 
and Rehabilitation 

Replace second paragraph with the following: 
�,�Q�V�W�D�O�O���L�Q�V�X�O�D�W�L�R�Q�����V�W�X�F�F�R�����H�[�W�H�U�L�R�U���Z�R�R�G���Z�L�Q�G�R�Z���Z�L�W�K��
�L�W�V���V�X�U�U�R�X�Q�G�L�Q�J���F�R�P�S�R�Q�H�Q�W�V���D�Q�G���S�D�L�Q�W���W�R���P�D�W�F�K��
�H�[�L�V�W�L�Q�J���H�[�W�H�U�L�R�U�����,�Q�V�W�D�O�O���Q�H�Z���V�R�O�L�G���Z�R�R�G���H�Q�W�U�D�Q�F�H��
�G�R�R�U���Z�L�W�K���D�V�V�R�F�L�D�W�H�G���K�D�U�G�Z�D�U�H�����,�Q�V�W�D�O�O���Q�H�Z���P�H�W�D�O��
�E�H�Q�F�K�H�V�������������,�Q�V�W�D�O�O���Q�H�Z���Z�L�Q�G�R�Z���S�D�Q�H���L�Q���'�L�V�S�D�W�F�K��
�D�U�H�D���D�Q�G���U�H�J�O�D�]�H���D�V���Q�H�H�G�H�G�� 
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ITEM 
NO. 

REFERENCES 
SPECIFICATIONS 
AND PLANS 

 
DESCRIPTION 

7 Special Conditions, 
Section 1.18 Bid Item 
Descriptions ï Items of 
Work, Measurement and 
Payment, Item 4: Item 4: 
Minor Electrical & HVAC 

Replace fifth paragraph with the following: �5�H�S�O�D�F�H��
�W�K�H�U�P�R�V�W�D�W���D�Q�G���D�O�O���+�H�D�W���$�&���V�X�S�S�O�\���D�Q�G���U�H�W�X�U�Q��
�J�U�L�O�O�H�V�����5�H�P�R�Y�H���D�Q�G���U�H�S�O�D�F�H���D�O�O���I�O�H�[�L�E�O�H���G�X�F�W�L�Q�J���D�V��
�V�K�R�Z�Q���R�Q���6�K�H�H�W���������������6�H�H�������������5�H�P�R�G�H�O���S�O�D�Q��
�6�K�H�H�W�������������I�R�U���U�H�I�H�U�H�Q�F�H�� 

8 Special Conditions, 
Section 1.21 Order of 
Work, Items 2, 3, 7,9,11 

Revise as follows, bolded or strikeout identifying 
changes : 
 2. The Contractor submits overnight security 
plan, pedestrian accessibility plan,  and project 
submittals. City reviews and approves. 
3. After City approval of overnight security and 

pedestrian accessibility plan, the 
Contractor places security measures and 
appropriate construction signage. 

7. Remove demolished items and clean interior 
walls/ceiling, framing and cavities, to the City 
Engineerôs satisfaction. Remove HVAC 
ductwork and associated materials. 
HVAC system to be inspected/cleaned and 
assessment report prepared. 

9. Paint the ticketing office using smoke seal 
primer on smoke stained surfaces, as 
needed. Paint exterior stucco and match 
exiting exterior walls.  

11.  Install water pollution control and ECP 
measures. Pressure wash exterior area of 
building. Install new outdoor benches. 

 
9 Attachments Added Lead and asbestos report to attachments 

10 Plans- all sheets Added Plan number to drawings #303-347 

11 Plans- Sheet 1, 3 Added designated parking locations on sheet 1.0 
 
Added note for pedestrian accessibility plan on 
Sheet 3.0 
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ITEM 
NO. 

REFERENCES 
SPECIFICATIONS 
AND PLANS 

 
DESCRIPTION 

12 Plans- Sheets 4, 6, 7 and 
10  
 

Removed language on sheet 4.0 to clean HVAC 
and generate HVAC report (no longer necessary) 
 
Revised language on sheet 6.0 to include 
matching exterior paint. 
 
Revised language on sheet 7.0 to reflect flexible 
ductwork to be replaced.  
 
Revised HVAC ref sheet (Sheet 10)- show flexible 
ductwork for all exisiting. 
 

13 Information See attached sign in sheet from the Pre-Bid 
meeting held on June 25, 2026 at 10:00 a.m.  

14 Questions and Answers  Questions were asked via email and during the pre-
bid meeting and those questions and answers are 
attached. 

 
 
ISSUED BY CITY OF DAVIS PUBLIC WORKS: 
 
_________________________________ 
Ryan D. Chapman 
Director of Public Works  

ATTENTION ESTIMATING 
DEPARTMENT: 

 
This project bids on _July 16, 2026 at 2:00 PM_   

_ 

















CITY OF DAVIS CITY OF DAVIS
PUBLIC WORKS - ENGINEERING AND

1717 5TH STREET
PHONE (530)747-5846   FAX (530)758-4738
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CITY OF DAVIS CITY OF DAVIS
PUBLIC WORKS - ENGINEERING AND

1717 5TH STREET
PHONE (530)747-5846   FAX (530)758-4738

TRANSPORTATION DEPARTMENTNOTES SHEET
AMTRAK STATION REPAIRS, CIP ET0048 2 2.0

SCOPE OF WORK

THE WORK OF THIS CONTRACT INCLUDES PROVIDING ALL LABOR, MATERIALS, EQUIPMENT, INTERIOR DEMOLITION,
REWORK, AND SERVICES NECESSARY TO REPAIR AND REHABILITATE THE EXISTING AMTRAK STATION TICKETING
OFFICE INSIDE THE SP DEPOT BUILDING. THE WORK INCLUDES BUT IS NOT LIMITED TO THE FOLLOWING: DEMOLITION,
CLEANING SERVICES, DRYWALL PATCHING AND REPAIR, RESTORATION OF FLOORING, PAINTING, RESTORATION OF
WOODWORK, EXTERIOR/INTERIOR LIGHTING, EXTERIOR DOOR/WINDOW REPLACEMENT, ELECTRICAL AND OTHER.

SCOPE OF WORK DOES NOT INCLUDE ASBESTOS AND LEAD BASED PAINT ABATEMENT. ABATEMENT MEASURES
PREVIOUSLY TAKEN AND NO LEAD BASED PAINT OR ASBESTOS WAS DETECTED AS OF RECENT TESTING.

GENERAL NOTES

1.ALL WORK SHALL COMPLY WITH YOLO COUNTY ENVIRONMENTAL HEALTH REGULATIONS AND ANY APPLICABLE
CURRENT CITY OF DAVIS STANDARDS AND SPECIFICATIONS, AVAILABLE ONLINE AT:
https://www.cityofdavis.org/city-hall/public-works-engineering-and-transportation/engineering/city-standards

2.ALL WORK WILL BE COORDINATED WITH CITY STAFF INCLUDING ANY REQUIRED INSPECTIONS.

8.ANY ITEMS SHOWN WITHOUT NOTATION FOR REMOVAL SHALL BE PROTECTED THROUGHOUT DEMOLITION AND
REHABILITATION. CONTRACTOR WILL BE REQUIRED TO REPLACE ANY/ALL ITEMS TO REMAIN THAT ARE DAMAGED
BY WORK AT NO ADDITIONAL COST TO THE OWNER AND ALSO AT A QUALITY LEVEL EQUAL TO OR EXCEEDING
THE ORIGINAL CONDITIONS.
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PROJECT DATA

AREA: 423 SF (INTERIOR)
VOLUME: 4970 CF
UBC OCCUPANCY CLASS:B-2
UBC OCCUPANT LOAD: 5 PERSONS
CONSTRUCTION: TYPE V NON RATED
FIRE SPRINKLER SYSTEM:NO
FIRE ALARM SYSTEM:YES

PROJECT CODE DATA
CONSTRUCTION SHALL COMPLY WITH THE TITLE THE
TITLE 24 CALIFORNIA CODE REGULATIONS, INCLUDING THE
FOLLOWING:
2025 CALIFORNIA BUILDING CODE (CBC)
2025 CALIFORNIA HISTORICAL BUILDING CODE (CHBC)

14.SMOKE AND CARBON DIOXIDE DETECTORS WILL BE INSTALLED IN COMPLIANCE WITH THE SECTION 915 OF THE
IBC AND CHAPTER 11 OF THE IFC.

мрΦ/ONTRACTOR TO COORDINATE REMOVAL OF ELECTRICAL EQUIPMENT AND FIXTURES SO ELECTRICAL SERVICE
TO OTHER AREAS OF THE DEPOT IS NOT INTERRUPTED.

11

  6. /hb¢w!/¢hw ¢h {9/¦w9 {L¢9 5¦wLbD /hb{¢w¦/¢Lhb !b5 !¢ ¢I9 9b5 hC 9!/I 5!¸ ¢h ¢I9 /L¢¸ 9bDLb99w{ 
{!¢L{C!/¢LhbΦ /hb¢w!/¢hw ¢h {¦.aL¢ {9/¦wL¢¸ t[!b ¢h /L¢¸ twLhw ¢h /hb{¢w¦/¢Lhb {¢!w¢ 5!¢9Φ
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OFFICE

BREAK ROOMENTRY

DISPATCH
SMALL

PRIMARY ENTRANCE
TO TICKETING OFFICE

PRIMARY
ENTRANCE TO
BUILDING

Wall-mounted shelving unit
Ticket counter Full height 2x4

partition wall

2x6 Counter wall Cabinet and
counter

Existing concrete flooring Wood flooring throughout (TYP.)

CITY OF DAVIS CITY OF DAVIS
PUBLIC WORKS - ENGINEERING AND

1717 5TH STREET
PHONE (530)747-5846   FAX (530)758-4738

TRANSPORTATION DEPARTMENT

3 3.0EXISTING FACILITIES
AMTRAK STATION REPAIRS CIP ET0048

0 2 4

SCALE: 1"=2'

NOTES
SITE PLAN FROM 2000 REMODEL FLOOR PLAN. NO
GUARANTEE OF ACCURACY. CONTRACTOR TO
WALK SITE AND CONDUCT MEASUREMENTS PRIOR
TO ORDERING, AND ALERT THE  CITY OF ANY
DISCREPANCIES (TYP.)

LEGEND

HARDWOOD FLOORING

22'-11"

8'-7"

18'-5"

11'-4"

8'-2"

7'-6"

3'-5"

11

ENTRANCE TO
BUILDING

6'-3"

Wood half-wall paneling throughout
all interior walls (TYP.)

DURING A RECENT LABORATORY TEST IT WAS
DETERMINED THAT TRACE AMOUNTS OF LEAD IS IN
THE EXTERIOR WALLS OF THE TICKETING OFFICE.
ALL OF THE LEAD FOUND WAS BELOW THE STATE
CLASSIFIED MINIMUM FOR LEAD- BASED PAINT.
HOWEVER OSHA STANDARDS FOR LEAD BASED
MATERIAL HANDLING SHOULD BE IMPLEMENTED.

TICKETING
OFFICE

303-347

CONTRACTOR MUST SUBMIT A PLAN FOR WORK
AND IMPACTS TO WALKWAY TO ENSURE
ACCESSIBLE PATH FROM PARKING LOT TO THE
REST OF THE AMTRAK FACILITIES IS AVAILABLE
PRIOR TO START OF CONSTRUCTION

dmeicke
Cloud

dmeicke
Cloud



OFFICE

BREAK ROOMENTRY

DISPATCH
SMALL

NOTES

1. Remove exterior wood window and surrounding stucco as needed
(up to three feet of stucco removed on each side) and demolition of
ticketing office entrance door. Set up of plastic barriers prior to demo
to keep the public out of work space. Remove (Cracked) single Interior
glass window pane in Dispatch area.

2. Demolition of interior ticketing office will include removal of drywall,
plaster and lath, and insulation for walls and ceiling in all rooms except
the small office. Drywall/Plaster is only to be removed above the
existing wood half-wall paneling. Removal of just the ceiling drywall in
the small office. The wood half-wall paneling on the east wall of the
ticketing office will be replaced as needed while all remaining wall
paneling in the ticketing office is suitable to be refurbished in place.  All
framing to remain. All flooring to remain in place for restoration if
possible.

3. Salvage all wood items including cabinets, counters, trims,
mapboards and office door. The salvageable wood items are to be
cleaned and restored as needed using sanding, painting/staining,
varnishing etc. and placed in storage if needed until the site is ready
for reinstallment.

4. All wood half-wall paneling to be cleaned in place or refurbished as
necessary including sanding, painting/staining, varnishing etc. to
restore to its previous condition.

5. After demolition, contractor to clean all the walls/ceiling, framing &
cavities plus the windows and flooring in the entire ticketing office to
the City Engineer's satisfaction.

CITY OF DAVIS CITY OF DAVIS
PUBLIC WORKS - ENGINEERING AND

1717 5TH STREET
PHONE (530)747-5846   FAX (530)758-4738

TRANSPORTATION DEPARTMENTDEMOLITION & CLEANING SERVICES (1)
AMTRAK STATION REPAIRS CIP ET0048

0 2 4

SCALE: 1"=2'
DEMOLITION AREA
(See Note 1 & 2)

4 4.0

Demo window
See Note 1

Demo door
See Note 1

See Note 2

Salvage wood items
(TYP.) See Note 3

Hardwood floors to remain in place
(TYP.) See Note 2

Salvage door and
counter
See Note 3

11

Demo wood half-wall
paneling as needed
See Note 2

Wood half-wall
paneling to be
refurbished in place
(TYP.) See Note 4

Wood half-wall paneling
to be refurbished in place

(TYP.) See Note 4

LEGEND

HARDWOOD FLOORING

PRIMARY ENTRANCE
TO TICKETING OFFICE

PRIMARY
ENTRANCE TO
BUILDING

ENTRANCE TO
BUILDING

Remove and
dispose of floor
mats at entry

TICKETING
OFFICE

Remove Windowpane
See Note 1

303-347
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SP DEPOT

TICKETING
OFFICE

CITY OF DAVIS CITY OF DAVIS
PUBLIC WORKS - ENGINEERING AND

1717 5TH STREET
PHONE (530)747-5846   FAX (530)758-4738

TRANSPORTATION DEPARTMENTDEMOLITION & CLEANING SERVICES (2)
AMTRAK STATION REPAIRS CIP ET0048

Pressure wash inside of
covered concrete walkway

See Note 1

Estimated source of fire

BENCHES

COLUMNS (TYP.)

5 5.0

0 8 16

SCALE: 1"=8'

NOTES

1. Pressure wash the entire inside of the covered concrete walkway
including ceilings, walls, arches and columns where smoke damage
has occured. Requires using water dams for water collection and to
be disposed of appropriately by the contractor. Adequate protection
measures shall be provided to protect workers and public on and off
the site during pressure washing of the building exterior.  Adjacent
property shall be protected throughout the operation as needed.

2. Any stucco/paint damaged during pressure washing will need to be
repaired to match existing.

3. Concrete walkway at the fire source location will need to be
pressure washed to remove soot damage. Approximately 12'x6' area.

11

Concrete Walkway
to be pressure washed
See Note 3

LEGEND

Covered Concrete Walkway

303-347
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OFFICE

BREAK ROOMENTRY

DISPATCH
SMALL

CITY OF DAVIS CITY OF DAVIS
PUBLIC WORKS - ENGINEERING AND

1717 5TH STREET
PHONE (530)747-5846   FAX (530)758-4738

TRANSPORTATION DEPARTMENTREPAIR AND REHABILITATION
AMTRAK STATION REPAIRS CIP ET0048 6 6.0

0 2 4

SCALE: 1"=2'

NOTES

1. Install insulation, stucco, exterior wood window with its surrounding
components and paint to match existing exterior. Install new solid wood
entrance door with associated hardware. Install new metal benches (2).
Install new window pane in Dispatch area and reglaze as needed.

2. Complete restoration of the interior of the ticketing office; Replace
drywall and insulation on walls and ceiling, replace wood half-wall
paneling as needed on east wall of the ticketing office and making
preparations to reinstall all of the interior features that were saved and
restored. Drywall is to replace the areas where plaster and lath were
removed.

3. Reinstall all wood items that were removed for cleaning and
restoration including office door, trims, cabinets, and counters. Replace
any severely damaged hardwood flooring and refurbishing of all
remaining hardwood flooring with sanding staining and varnishing.

4. Smoke seal primer to be used for all smoke-stained surfaces that are
remaining in facility with topcoat paint to be placed over.
Any painting/staining of walls, doors, cabinetry and other features to
match preexisting color and sheen of the facility.

5. All items/materials being replaced shall be of the material and nature
of the original when possible or replaced with a compatible substitute
material that can reproduce the overall appearance of the existing
material and nature as per the overall repair guidelines.

Reinstall wood items
(TYP.) See Note 3

Replace door
See Note 1

Replace window
See Note 1

Reinstall wood items
See Note 3

Repair/Refurbish hardwood floors
(TYP.) See Note 3

11

Replace wood half-wall
paneling as needed
See Note 2

LEGEND

HARDWOOD FLOORING

PRIMARY ENTRANCE
TO TICKETING OFFICE

PRIMARY
ENTRANCE TO
BUILDING

ENTRANCE TO
BUILDING

Install new bench
See Note 1

2'-5" 2'-5"2'-6"

TICKETING
OFFICE

Install new bench
See Note 1

Replace Windowpane
See Note 1

303-347
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OFFICE

BREAK ROOMENTRY

DISPATCH
SMALL

Replace Suspended
lighting fixtures (TYP.)
See Note 1

Replace ceiling fan
See Note 1

Replace Wall mounted
lighting fixture
See Note 1
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SCALE: 1"=2'

NOTES

1. Replace all recessed lighting fixtures, suspended and wall
mounted lighting fixtures, and upgrade to LED. Replace ceiling
fan. Replace 2 damaged exterior lighting fixtures. See 2000
Remodel plan on Sheet 9.0 for reference.

2. All light switches to be no more than 48" high measured from
the top of outlet box per current ADA guidelines. See 2000
Remodel plan on Sheet 9.0 for reference locations.

3. Contractor to coordinate removal of electrical equipment and
fixtures so electrical service to other areas of the Depot is not
interrupted.

4. Replace thermostat and all Heat/AC supply and return grilles.
Remove and replace all flexible ducting as shown on Sheet
10.0. See 2000 Remodel plan Sheet 10.0 for reference.

5. Replace existing fire alarms and carbon monoxide alarms in
place and ensure compliance with section 915 of the IBC and
Chapter 11 of the IFC. Replace Heat detection system including
heat detector and sensors in primary spaces

6. Remove existing security system; back-up battery, LCD
keypad, exterior tampered bell box, and terminate wires in wall
safely and per California Electrical code. Existing buzzer,
chime, telephone and data systems to remain and be protected
in place.

Exterior lighting to be replaced
See Note 1
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TRANSPORTATION DEPARTMENTSPECIFICATIONS
AMTRAK STATION REPAIRS CIP ET0048 8 8.011

1 General requirements
A. Products: All products and materials listed ln these specifications are to be
applied or used In accordance with their manufacturer's recommendations and
Instructions.

B. Waste and Recycling: Minimize waste from cutting lumber and other building
materials, and recycle leftover paper products, plastics, glass and wood.

C. Temporary Toilet:  Provide and service portable toilet during construction.

D. Depot Functions: Organize deliveries, worker activities and breaks, and
meetings to avoid disruption of those using other areas of the Depot and
Inconvenience to Amtrak customers.

E. Clean-Up: Depot and landscape areas adjacent the site area to be kept free
of debris and trash during construction. At completion of the work, remove all debris
and do a thorough cleaning of the Ticket Office Including all wall, floor, ceiling, and
window surfaces.

2 Site Work
A. Landscape Protection: Protect existing plants and landscaping in the stucco
planter during electrical work and pressure washing in this area.

3 Carpentry
A. Millwork: All millwork to be clear Douglas fir suitable for staining.
B. Framing: All framing lumber to be Douglas fir #2 & better.
C. Sheathing: Sheathing to be CDX plywood or solid wood Douglas fir #2
&better In thickness of original sheathing.

D. Sleepers: Floor sleepers to be pressure-treated lumber In 2x min. thickness.
Depth to be same as original members.

E. Fasteners: All Interior stain-finished wood shall have nails set and filled to
match finish color.

4 Insulation and Caulking
A. Insulation: Provide fiberglass insulation in new partition walls and in open
sections of existing exterior walls to R-values Indicated on drawings, with no vapor
barrier.

B. Caulking: 50-year paintable caulking to be used where required at junctions
between different materials to provide visual uniformity.

5 Doors and Windows
A. New Door: Shop drawing of door to be provided to City for approval before
fabrication. Door to be solid wood and color painted to match existing. Door to have
new sign as to be decided by City. Existing Door is 2' 10ò X 7' 0ò and 1 Ĳò thick.

B. Window Glazing: Reglaze any areas that are loose or missing. Comply with
FMGA "Glazing Manual".

C. New Windows: furnish in kind to meet existing window characteristics.

6 Finishing
A. Protection during Finishing: Protect wall and floor surfaces from moisture,
paint, stain, plaster, joint compound, etc. with plastic moisture barrier or other
impermeable masking.
B. Gypsum Board: Use 518 gypsum board. All gypsum board to be finished
smooth. Use "L" profile metal bead (mud edge) at gypsum board reveals.
C. Wood Floor. Wood floor to be sanded smooth for stain finish. Finish to consist
of stain and three coats of polyurethane varnish.

Stain: Sherwin Williams Wood Classics Interior Oil Stain.
Top Coats: Sherwin Williams Wood Classics Polyurethane Varnish.

D. Painted Surfaces: Painted surfaces to receive one primer and two finish
coats. Sherwin Williams as listed or approved equivalent Colors to be selected by
City.

Primer:
Gypsum Board: Sherwin Williams PrepRite 200 Latex Wall Primer.
Smoke primer may be required in select areas. Contractor to submit.

Top Coats:
Ceilings: Sherwin Williams ProMar 200 Interior Alkyd Eggshell. Color: Davis White
Walls: Sherwin Williams ProMar 200 Interior Alkyd Eggshell. Color: Davis White
Entry Door (Interior): Sherwin Williams ProMar 200 Interior Alkyd Gloss. Color:TBD

E. Wood wall surfaces: All wood surfaces except entry door to receive stain
finish. Stain finish to consist of stain and two coats of polyurethane varnish. Stain
color to be selected by City.

Stain: Sherwin Williams Wood Classics Interior Oil Stain.

Softer woods such as window sash materiel may exhibit blotchiness when stained; If
this occurs treat with Sherwin Williams Wood Classics Natural Immediately prior to
Oil Stain pursuant manufacturer's recommendations.
Top Coats: Sherwin Willlams Wood Classics Polyurethane Varnish.

Top coats may need to be shaded with stain for color uniformity; consult with City
prior to application.

F. Wood Filler: Where filler Is required apply after stain and first coat of finish to
insure color uniformity.

G. Note on Stain Finishes: Because of the mix of existing and new wood on
some surfaces, the unpredictable results of stripping wood, and the variable manner
In which surfaces respond to stain, final color choice of stain will be made by the
City based upon representative stain samples on existing and new wood surfaces
after stripping Is complete. If staining does not result  In a satisfactory result a paint
finish as described In this section shall be substituted at no additional charge.

H. Stucco: Texture and color to match existing

7 Finish Hardware

A. Reuse existing hardware and finishing hardware when applicable for doors,
and cabinetry.
B. New Door Hardware:
Hinges: 3 pairs Baldwin 1440 1/4" Radius Corner 4"x4" Hinge Vintage Brass
Lockset: Schlage Office Lock Saturn ALX50P 605 bright brass
C. Locks-  Keys to match City Requirements.

D. Cabinet Hardware:
1) Hinges to be heavy-duty concealed type hinges by Grass, Duomatic, or
equivalent
2) Door pulls to be Forms +Surfaces HC465 solid brass In US3 polished brass.

8 Heating and Cooling
A. General Heating and Cooling: Install and adjust components shown on the
drawings. All work to conform to 2025 Uniform Mechanical Code.

9 Electrical
A. General Electrical: All electrical work to comply with the 2025 National
Electrical Code.
B. Electrical outlets, switches, and other devices shall be replaced in the same
locations with height adjustments to code as needed. Replacements not in same
location to be approved by City prior to install.

10 Window Blinds
A. Window Blinds: Furnish end Install commercial grade 1 aluminum horizontal
blinds mounted on Interior face of window stops, Hunter Douglas Lightlines or
equivalent Color to be selected by City.

11 Benches
A. Outdoor benches: Install (2) 8 ft long outdoor metal benches w/ center arm
approximately 30" apart and 29" from each corner wall on the East wall of building.
Install bench with removable stainless steel anchors to the secure in concrete.

B. Bench: Thomas Steele Langdon Bench 8 ft long w/ center arm, backed,
horizontal metal slats, powder coated clay color.

12 Lighting
A. Interior lighting: fixtures to be replaced in kind and upgraded to LED with
likeness to existing lighting Lumens and warmth rating.
B. Exterior Lighting: replace to match existing type, lumens, and warmth rating.
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AMTRAK STATION REPAIRS CIP ET0048 11 11.0

New ADA Parking signage/striping
See note 2

Install new benches
See note 4
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Remove and
dispose of floor
mats at entry
See note 3

Former Amtrak Ticketing Office
(See inset below)

LEGEND

ACCESSIBLE PATH OF TRAVEL

Install new door
and hardware
See note 3

Former Amtrak
Ticketing Office

New ADA Parking parking space
See note 2

(Private office/storage)

NOTES

1. This sheet is for the Building Department reference only.
See drawing Sheets 1-8 for project scope of work.

2. ADA parking improvements per separate building Permit
25-3621/3622. Improvements not part of this project.

3. Remove floor mats at entryway of former ticketing office;
Install new door and hardware.

4. Install (2) new benches as per sheet 6.

5.  Adjust height of all electrical switches inside ticketing office
to be no more than 48" high measured from the top of outlet
box per new ADA guidelines. See sheet 7.0.

Note: Above items 2-5 identified as accessibility concerns in
2009 Facility Survey.

FOR REFERENCE ONLY

New ADA walkway
See note 2
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